Elektromanyetik Diizenlemelere Uyumlu Ekranh Gii¢ ve Aydinlatma Kablolar
Electromagnetic Compatible Screened Power & Lighting Cables

YAPI
1 [ iletken

CONSTRUCTION
Conductor

Elektrolitik, tavli cok Electrolytic, multi-wire

telli ve bukuld, stranded, annealed,

ciplak bakir iletken-Sinif 2. bare copper conductor - Class 2.

2 | izolasyon Insulation
Capraz bagli polietilen Cross-linked polyethylene
(XLPE) (XLPE)

3 | ic Kihf Inner Sheath

Halojensiz termoplastik  Halogen-free filling compound
dolgu veya polyester bant or polyester tape

4 | Ekran Screen
Elektrolitik tavli bakir telden Electrolytic annealed copper
orllmus ekran ve altinda  wire braiding with a flat braided
kablo boyunca paralel earthing lead of tinned copper
yerlestirilmis kalayll 6rgli  wires underneath
bakir serit

Dis Kilif

Gri veya siyah renkli,
halojensiz, duman
yogunlugu disik,

alev iletmeyen, poliolefin
bazli termoplastik
bilesik

Outer Sheath

Grey or black colored,
halogen-free, low smoke,
flame-retardant, polyolefine
based thermoplastic
compound

U-HFA m EMC

0,6/1 kV - Elektromanyetik Diizenlemelere Uyumlu Ekranli Gii¢ ve Aydinlatma Kablolari

Gerilim Degerleri

Anma Gerilimi :0,6/1 kV

Test Gerilimi : 35 kV
Calisma Sicakhigi : -40°C/ +85°C
Biikiilme Capi :6 x Dis Cap

: |[EC 60754-1&2
:[ECIEC 61034-182
: [EC 60332-3 CATA

: Gemilerde ve her turli deniz araglaninda enerji ve aydinlatma uygulamalarinda kullanilan distk
duman yogunluklu, halojen icermeyen ve alev iletmeyen kablolardir
Elektromanyetik glrlltlye karsi ekranlanmistir: Elektromanyetik dizenlemelere uyumludur.
Yapim ve Test Standardi : IEC 60092-350 & IEC 60092-353

Halojensizlik Kontrolu
Diisiik Duman Yayimi
Alev Geciktirme

Kullanildig: Yerler

0,6/1 kV - Electromagnetic Compatible Screened Power & Lighting Cables

Voltages
Rated Voltage : 0,6/ kV
Test Voltage : 35 kV

Temperature Range
Bending Radius

Halogen free properties
Low smoke emission
Flame Retardancy

Application

Standards of Design & Tests

> & &> ®
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:-40°C / +85°C
: 6 x Outer Diameter

P IEC 60754-1&2
PIEC 61034-1&2
:IEC 60332-3 CATA

: Used in ships and sea vehicles for power and lighting applications.

Halogen-free, flame retardant and low smoke density type cables.
Screened against electromagnetic interferences.

:IEC 60092-350 & IEC 60092-353

Halojensiz Gemi Kablolari
Halogen-free Shipboard Cables
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Electromagnetic Compatible Screened Power & Lighting Cables

U-HFA m EMC

Net Agirlik Kablo Dis Capi 20°C iletken DA )
Nominal Kesit (yaklasik) (yaklasik) Direnci
Overall Diameter of Conductor DC
L Rated Cross-section Net Weight (approx.) Cable (approx.) Resistance at 20°C )
f mm? kg/km mm ohm/km )
Ix10 181 84 1,84
Ix16 247 9,5 1,16
Ix25 348 1,3 0,73
Ix35 445 12,5 0,52
x50 610 14,6 0,39
Ix70 830 16,6 0,27
[x95 1.090 18,7 0,19
%120 1.415 20,9 0,15
Ix150 1.625 22,7 0,12
I1x185 2.105 25,2 0,10
[x240 2.665 28,6 0,08
2x1,5 130 9,1 12,20
2x2,5 156 10,0 7,56
2x4 201 1,3 4,70
2x6 250 12,1 3,11
2x10 355 14,3 1,84
3x1,5 153 9,6 12,20
3x2,5 190 10,5 7,56
3x4 250 11,9 4,70
3x6 319 12,8 3,11
3x10 500 15,6 1,84
3x16 697 17,9 1,16
3x25 1.325 24,2 0,73
3x35 1.700 26,8 0,52
3x50 2.178 30,0 0,39
3x70 3.005 34,9 0,27
3x95 3.945 39,3 0,19
3x120 5.235 44,6 0,15
4x1,5 181 10,4 12,20
4x2,5 229 1,5 7,56
4x4 301 12,8 4,70
4x6 390 14,1 3,11
4x10 625 17,1 1,84
4x16 880 19,7 1,16
5x1,5 210 11,4 12,20
7x1,5 257 12,3 12,20
10x1,5 395 16,1 12,20
12x1,5 437 16,6 12,20
16x1,5 539 18,4 12,20
19x1,5 610 19,3 12,20
L 24x1,5 757 22,6 12,20 )
Diger damar sayili kablolar ve kesitler istek tizerine fizeti
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Halogen-free Shipboard Cables
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